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Instinct Pro Standard Height Rimless Open Back Close Coupled Pan Pack
INSTPANSET2SR

Pan Pack Specification
Instinct Pro Standard Height Rimless Open Back
Close Coupled Pan Pack

Finish White
Overall Dimensions 758(h) x 367(w) x 637(d) mm
Overall Weight 28.1kg
— Cistern Specification
Close Coupled Dual Flush Cistern
Finish White
Cistern Fitting -
Manufacturer
Lever Push Button
Flush Dual Flush
Flush (Min/Max) 4 / 6 litre
Lever Position Cistern Lid
Inlet Position Right Hand Bottom

(When looking at WC)

Seat Specification
Soft Close Seat

Finish White

Seat Hinge Material Stainless Steel
Hinge Type Soft Close
Hinge Fixing Type Standard

Antibacterial Protection -

Seat Type Standard

UV Protection -
Max Load Test -

Seat Material Thermoset Plastic

Pan Specification
Standard Height Rimless Open Back Close Coupled Pan

Finish White

Fixing Supplied -

Fixing Exposed or -
Concealed

Key Features + Benefits Certifications + Approvals
SIHIBEREREE2 A2
Lifefime Guarantee Years Guaranfee Year Guarantee ~ Open Back  Close Coupled ~ Rimless Dual Flush Air Gur Soft Close
on Ceramics on Seats on Gistern Components  WC Suite WC Suite Pan Volume Inlet Valve Seat

Lecico Bathrooms
Unit 2D Viking Industrial Estate, Hudson Road, Bedford MK41 OQB. Technical Support — Tel: 01234 244030 Email: customerservice@lecico.co.uk

All information on the data sheet is correct at the time of publication. All measurements are approximate and subject to standard tolerances.



INSTINCT"

Instinct_Pro_INSTPANSET2SR_TDS_V1

TEChniCGI Data Sheet | SGH”’OFYWCH'G www.instinctproducts.co.uk

Instinct Pro Standard Height Rimless Open Back Close Coupled Pan Pack
INSTPANSET2SR

Pan Pack (INSTPANSET2SR)

380 _ 160 _
i i
1
2
'l
! r-.
| E i =
iy
o
3 s
% I 1
=
~ L] 1

1 L J67

Lecico Bathrooms
Unit 2D Viking Industrial Estate, Hudson Road, Bedford MK41 OQB. Technical Support — Tel: 01234 244030 Email: customerservice@lecico.co.uk

All information on the data sheet is correct at the time of publication. All measurements are approximate and subject to standard tolerances.



